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 rECeptor Uniwersalny odbiornik zdalnego sterowania
RF (radio) oraz IR (podczerwień)

● jednoczesny odbioó r pilotoó w RF oraz IR
● mozż liwosócó przypisania dowolnego przycisku do

dowolnych wyjsócó
● mozż liwosócó tworzenia grup wyjsócó dla danego przycisku
● łatwe programowanie
● 5 tryboó w pracy wyjsócó
● system kodowania KEELOQ®

● 4 wyjsócia typu OC
● mozż liwosócó kasowania wybranego przycisku z pamięci
● bardzo szybkie działanie
● duzża czułosócó = duzży zasięg
● małe wymiary
● mozż liwosócó montazżu na szynie DIN
● w pełni polska produkcja
● spełnia wszystkie wymagane normy i dyrektywy UE
● 5 lat pełnej gwarancji

Dane techniczne: Spełniane dyrektywy i normy:

napięcie zasilania: 8-24 VDC RoHS 2002/95/EC

poboó r prądu w trybie czuwania: <10 mA WEEE 2002/96/EC

ilosócó wyjsócó: 4 EMC 2004/108/EC

typ kanałoó w wyjsóciowych: OC (podające masę) EKOPROJEKT 2005/32/WE

standard IR: RC5 2001/95/WE

częstotliwosócó RF: 433,92 MHz PN-EN 55014-1:2012, PN-EN 55014-2:1999, 
PN-EN 55022:2011, PN-EN 55024:2011,

PN-EN 61000-3-2:2007, PN-EN 61000-3-3:2011, 
PN-EN 61000-4-2:2011, PN-EN 61000-4-3:2007, 
PN-EN 61000-4-4:2010, PN-EN 61000-4-5:2010, 
PN-EN 61000-4-8:2010, PN-EN 61000-4-11:2007,

PN-EN 61000-4-14:2002/A2:2010, 
PN-EN 61000-6-1:2008, PN-EN 61000-6-2:2008, 

PN-EN 61000-6-3:2008/A1:2012, 
PN-EN 61000-6-4:2008/A1:2012, 

PN-EN 55022:2011

maksymalna ilosócó pilotoó w: 16 x RF + 25 komend RC5

kodowanie transmisji RF: KEELOQ®

zakres temperatur pracy: -15… +55°C

wymiary (D x S x W): 30 x 30 x 15 mm

waga: 31 g
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 rECeptor 4 channel receiver for RF (radio)
and IR (infrared) remote controls

● simultaneous reception of radio and infrared remote
controls

● any button can be assigned to any output
● output groups for buttons can be created
● easy programming
● 5 output modes
● KEELOQ® code supported
● 4 outputs OC type
● any button can be deleted from memory
● very fast and quiet operation
● high sensitivity = high range 
● small dimensions
● optional DIN Rail mounting
● made in EU (Poland)
● meets all required EU standards and directives
● 5 year warranty

Dane techniczne: Meets the following standards and
directives:

supply voltage: 8-24 VDC RoHS 2002/95/EC

current consumption (no load): <10 mA WEEE 2002/96/EC

output channels: 4 EMC 2004/108/EC

outputs type: OC (ground feed) 2005/32/WE

IR standard: RC5 2001/95/WE

radio frequency: 433,92 MHz PN-EN 55014-1:2012, PN-EN 55014-2:1999, 
PN-EN 55022:2011, PN-EN 55024:2011,

PN-EN 61000-3-2:2007, PN-EN 61000-3-3:2011, 
PN-EN 61000-4-2:2011, PN-EN 61000-4-3:2007, 
PN-EN 61000-4-4:2010, PN-EN 61000-4-5:2010, 
PN-EN 61000-4-8:2010, PN-EN 61000-4-11:2007,

PN-EN 61000-4-14:2002/A2:2010, 
PN-EN 61000-6-1:2008, PN-EN 61000-6-2:2008, 

PN-EN 61000-6-3:2008/A1:2012, 
PN-EN 61000-6-4:2008/A1:2012, 

PN-EN 55022:2011

remote controls memory: max. 16 RF (max. 8 buttons each)
and 25 RC5 buttons

RF transmission coding: KEELOQ®

operating temperature range: -15… +55°C

dimensions (L x W x H): 30 x 30 x 15 mm

weight: 31 g
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